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[image: ]El diseño único y patentado del cuerpo de los conectores de la Serie EX® proporciona un ajuste de compresión universal sobre todos los tipos de cable de la serie 6 (estándar, tri y cuádruple). La facilidad de instalación y fiabilidad hacen de la Serie EX® los más resistentes a errores en su instalación, la entrada de humedad y la inadecuada adaptación cable / conector de cualquier conector en el mercado.
Características principales:
· El cuerpo del conector EX está diseñado con un polímero resistente a los rayos UV y a productos químicos
· Mayor rango dinámico por lo que es verdaderamente universal
· Sellado de humedad redundante en cada punto de entrada potencial.
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Installation Instructions — EX® SignalTight™ 6 & 59 series

Cutcable squarely. Usinga fxed blade, preptool in
‘good condition, prepare cable.
o 1/4"x 1/4*dimensions. Use.

edge cftaal if o stop

Fold back braid. Trishield or
Quadshield remove additional
foil layer and fold back
femaining braid

Cable is prepared to proper

Ensure cable is prepared to 1/4°

Guide center canductor and

dimensions X1/4" dimensions. Use quage dielctric into post. nsert cable:
onVTtoalto recheck center into connector urtil diekectric is
conductor flushwithin post

Dietectric i flush within the Properly seat connectorand
post compress fully.

Tighten connectar ta
recommended torque.





